FINISHED GRADE (SLOPE AWAY FROM CASTING)

MANHOLE CASTING SCHEDULE
MANUFACTURER SELF SEALING WATERTIGHT
NEENAH R-M12
EAST JORDAN Ip2271GS lp22zIPT

%"X3" STAINLESS STEEL ANCHOR BOLTS (TYP.)

ALL JOINTS SHALL BE SEALED BY AN O-RING GASKET PLUS
" OR 24" CITY APPROVED FLEXIBLE BUTYL RESIN CONCRETE
SEALANT (ROPE) CONFORMING TO ASTM C332. COMPOSITION
AND THICKNESS OF MATERIAL SHALL BE DEPENDENT ON
SEASON OF INSTALLATION AND AS DIRECTED BY ENGINEER .
CONTRACTOR SHALL GROUT ALL INTERNAL MANHOLE JOINTS N
WITH NON-SHRINK GROUT. 3

NO CORE WILL BE PERMITTED WITHIN &" OF
INTERNAL OR EXTERNAL JOINTS

*© TRACER WIRE TO BE BROUGHT IN AND
ATTACHED TO MANHOLE WITH STAINLESS STEEL
HOOK (BRING UP SO THAT IT IS ACCESSIBLE
FROM CASTING

INLET VALVE - 2" BALL VALVE FORD MODEL
BI-117 (TYP.)

FORCE MAIN TO BE CONSTRUCTED OF DUCTILE
IRON PIPE WITHIN MANHOLE STRUCTURE

'C" X 2" TEE WHERE "C" IS THE SIZE OF THE
FORCE MAIN (FOR "C"=4" OR LARGER, USE
FLANGED TEE)

(2) SUPPORT BLOCKS (12" MIN.) Jy'

\

~\

POLYPROPYLENE FLUSHING
CONNECTION

TO ODOR CONTROL EARTH FILTER.
PIPE THROUGH BARREL SECTION

AIR/YACUUM RELEASE VALVE AS APPROVED BY
CITY. FOR AIR ONLY, ADD CHECK VALVYE PRIOR
TO FLUSHING CONNECTION.

THESE SECTIONS AVAILABLE IN

16", 32" AND 48" LENGTHS TO
MEET REQUIRED DEPTH

— AIR VACUUM RELEASE TO BE

MANHOLE BASE AND RISER ARE ONE
MONOLITHIC PRECAST CONCRETE UNIT Sae

I
APPROVED BY UTILITY ENGINEER
"~ PRIOR TO INSTALLATION
REINFORCED NYLON BASE
2"X2" STAINLESS STEEL OR ALUMINUM SUPPORT AND
o CLAMP WITH MIN. (2) %"%2" STAINLESS STEEL ANCHOR
STANLESS| . : BOLTS. SUPPORT NOT REQUIRED FOR FORCE MAINS &' IN
DIA. AND GREATER
STEEL
TUBING | | —— CORE DRILLED OPENING WITH RESILIENT CONNECTOR OR
- CAST IN PLACE A-LOC OR APPROVED EQUAL (TYP. ALL
PIPE PENETRATIONS)
OPENINGS FOR FORCE MAIN TO BE SIDE OPPOSITE STEPS.
— REINFORCING STEEL PER ASTM C478
7 A;t L VAR[EAQ ) N ] 7 PR )
o' T B3TMN e ;

NOTES: \
|. FORCE MAIN TO BE LOCATED SUCH THAT AIR/VACUUM DOES NOT
INTERFERE WITH ACCESS OPENING.

2. TOP OF CASTING SHALL EXTEND 220 FEET (MIN.) ABOVE FINISHED
GRADE.

3. MANHOLE SECTIONS SHALL CONFORM TO ASTM C418 UTILIZING 4000
PSI CONCRETE. JOINTS SHALL CONFORM TO ASTM C443. 4'-0" DIA.
MANHOLE FOR &" FORCE MAIN AND SMALLER OR 5'-2" DIA. MANHOLE
FOR 8" FORCE MAIN AND LARGER

4. CASTING SHALL BE EITHER SELF-SEALING OR WATERTIGHT (SEE
PLAN AND PROFILE SHEETS FOR CASTING TYPE). LIDS SHALL BE
STAMPED "SANITARY SEUWER" AND HAVE CLOSED PICKHOLES. FRAME
SHALL BE SET ON DOUBLE ROW OF '," KENT SEAL, OR SINGLE ROW OF
I" KENT SEAL (SEE MANHOLE CASTING SCHEDULE).

MANHOLE OD. +2'-2" FOR CAST IN PLACE

" MIN. CRUSHED *2 STONE
MAT FOR LEVELING AND SUPPORT

% STONE AS REQUIRED BY ENGINEER
FOR UNSTABLE SOIL CONDITIONS - DEPTH
TO STABLE GROUND PER ENGINEER

MANHOLE OD. + I'-@" FOR PRE-CAST
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